
PMC-54200 4/16 Axis Stepper 
Motor Controller

The PMC-54200 is a Motor Control card, accompanied by 
intelligent software package, that can be easily implemented 
into any motion control task, with no need for any user’s 
skill.
The PMC-54200 consists of 4 dedicated motor control chips 
which provide control over 4 motors simultaniously and up 
to 16 (4 at a time) with Series-5000 stepper drivers. All 
motor command and motion feedback lines are optically 
isolated, assuring reliable performance at extreme harsh 
working environment.
High flexibility level provided by the controller’s software 
package, makes system integration a brief task. Easy 
communication to host slaves and other system members, 
and the ability of executing all high performance motion 
control tasks.
The software package includes a variety of drivers, 
Win9x/NT DLLs, Manual Operat ing program, Scr ipt  
Operating program, Script Editor with automatic error 
discriminator, etc. This wide range of support ensures 
extremely short ‘product to market’ t ime, for system 
developers, as well as easy and immediate operation by 
the end user, without the need of any additional software 
development.

SuperiorSolutions

Software support package
Control up to 16 motors
Linear & Circular interpolation
Optic isolation on all motor control and feedback lines
Optional 8 Opto-Isolated digital outputs, 
two for each driver
Watchdog guard 
48 User Digital I/O lines in addition to 28 dedicated ones
Complete system solution. Options include motors, drivers 
relay boards, cables and sensors.

Specifications subject to change without notice.

FEATURES
PMC-54200: Stepper/Servo-Pulse Control Card for up 
to 16 motors
PA-68168: 68 pin Digital Connector to 68 pin PC-Edge 
Adapter Kit
PA-68250: 68 pin Digital Connector to Dual 50 pin 
Adapter Kit
PW-542014-2: 4 Drivers Control Cable
PW-542031-2: Triple Driver Control Cable
PMI-3030: 24 Relays Card
PMI-3003: 24 Isolated Inputs Card

ORDERING

SPECIFICATIONS

Control Method: Clock & Direction or CW/CCW Clock
Motor Feedback: 
Right Limit
Left Limit
Reference Point
Driver Feedback:  Operation Status
Maximum Speed: 32K PPS
Connector: DB37 Female on PC Edge
Optic Isolation: On all motor control & feedback lines

Digital Output: 24 TTL lines
Active/Hi-Z Control: 3 Bytes, S/W control
1 Byte, Ext. TTL bit
Digital Input: 24 TTL lines 4.7K pull up/down
Connector: 68 pin female

MOTOR CONTROL

DIGITAL I/O

APPLICATIONS

 Robotics
 XY Tables control
 Precision valve control
 High demand and sophisticated 
 motion control projects


